
Packaging bin – new 
supersacks only 

Multiwall = 4 impellar 
packers with 1" ID feed 
spout to multi-wall bags 

Final product is sent to 
packaging unit – passes 

self cleaning magnet 

Final product sent to 
product silo (passes 2 inline 
Eriez rare earth magnets) 

 
Ore is crushed to ¾” 

Ore is washed and 
sorted in wash plant 

Crude ore is 
received from mine 
site and stockpiled 

Crushed ore passes 
conveyor magnet 

Crushed ore passes 
conveyor magnet 

Beneficiated ore 
is dried and ground to 

specification 

Ground product is sent 
to sterilizer at 260 °F 

(1 hr) 

Ore is introduced to #2 
roller mill and ground 

to specification 

Ore is introduced 
into ball mill and 

ground for flotation 

Ore is introduced to 
mill circuits and 

ground to specification 

¾” ore is conveyed 
to a burner system and 

heated to 260 °F 

 
CofA generated 

Sack sealed w/ plastic 
tie/lock, placarded and 

stretch wrapped 

Storage in USP 
warehouse 

 
To automatic palletizer 

 

 
 

Manufacturing Process Flowchart 

Talc, Powder, USP - T1005 

 

 

 
 
 
 
 
 

 
 
 

 

Spectrum Chemical Mfg Corp 
 

Corporate Headquarters: West Coast Facility: 
769 Jersey Ave. 14422 S. San Pedro St. 
New Brunswick, NJ 08901 Gardena, CA 90248 

732.214.1300 310.516.8000 

Bags pass metal 
detector 

Bag from 1st and 
every 20th pallet 

removed for QA lab 

QA lab completes USP 
and physical analysis 

Sterile sample from 
each sack collected 

by operator 


